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110# Series

Thermocouple & Resistance

Thermometer
assemblies less well

» Suitable as replacement for
existing installations.

m Various head assembly types
to choose from.

» Flame proof or weather proof
execution.

a Terminal head in die cast
Aluminum or in 316 SS.

m Available with "in head",

HA 103 HA 106 & HA 107 ]
1/2"NPT(F) 2 wire Temperature
Extension Transmitter.
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HA 108 Head 3-Piece extension Element
110%# Series ] (N I A I O o ]
Code | No of Elements Code | Options
1 Simplex 0 None
2 Duplex 1 Head in 304 SS
3 | Triplex 2 Head in 316 SS
4 Extension in 316 SS
Code | Elements 5 Other Conduit entry
J Iron-Constantan 10 Special requirement
K Chromel-Alumel
T Copper-Constantan p
E Chromel-Constantan Code Mo'llmtmg threads
N Nicrosil-Nisil 1 L/2"NPT(F)
R PtRh 13%-Pt 2 1/2"NPT(M)
Pt | Pt100RTD 3 M20 x 1.5(F)
4 M20x 1.5(M)
Code | Sheath Diameter 'd' 5 1/2"BSP(F)
6 1/2"BSP(M)
1.5 1.5mm
3 3.0mm 7 Other (define)
4.5 4.5mm
6 6.0mm )
3 8. Omm Code | Length 'N
10 10.0mm A Standard length 150mm
12 12.0mm B Define 'N'
C None
Code | Sheath Material '
316 316 SS Code | Length of insert/Probe
24%61 34%61 SSSS 'E' Length incl. of threads "T"
Inc Inconel 600 OL | Overall length
Code |Head Type Code | Head Assembly
D Weatherproof HA 101|Head only with female threads "T"
F Flameproof IIA/IIB HA 102 Head-Nipple with male threads "T'
C F %ameproof 1c HA 103 | Head-Nipple-Union with female threads 'T'
H Hinged type HA 104|Head-N-U-N with male threads "T"
- HA 105 Head with support tube & connector "T'
Code | No of Entries HA 106 Head with insert CIT 601
L One Entry HA 107|Head with insert CJT 701
2 Two Entry ORDERING EXAMPLE HA 108|Head-3 piece extension with male threads "T'

110# SERIES 1-Pt-6-316-D-1-HA105-E-N=75-3-OPTION 0





